| STEMiX

Outil de mise en rotation de la
couronne intelligent, multifonctions,
polyvalent et autonome.
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:Short wheel pulse

:Long wheel pulse
>1s

:Display Blink
-> Release the weehl

Changing the tip:

First use:

—| Step 1

Remove the plastic strip

—| Step 2 :
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—| Step 2

Adjust the
height of
the stop
according
to the crown
(with a
screwdriver)

"% Release the trigger
to tighten the crown

>
continus continus
pulse CCW pulse CW

Whith lap count on display!

Reset revolution counter :
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3x tap with index finger
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Ready to use!

Max. torque reached :
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Max. torque reached!
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After 2s

XXX

Ready to use!

Preset usage :
= START

STOP Ccw/ccw
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Lap count down on display in
CW or CCW according to Rotation sense selected

ReStart after 2s
No effect
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or ReStart with Revolution counter Reset

Device Parameters Adjustment :
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Orientation: Tip down
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Wheel forward before 3x tap with index finger
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Quick Exit: Backup Parameters & quit Backup current Parameter and

go to the next

—| 1rst param

1) Preset:
XXX :Nbrev

3x tap with index finger

Preset: selection
Wheel angle speeds up change

Preset: clear value
Usual Mode if value at zero

—| Other param

2) Rotation sense:

3) Nb digit:

t« canpie5, 1= 5",
(-

example: Sir

Other param

4) Max torque:

:Max Torque
18 mNm
16 mNm)

10 mNm)

5) Max speed: SSS: 180 tr/min

170 trlmin)

30 tr/min )
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Usual Mode (_XX)| | Preset Mode
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Ready to use!
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